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LUMINAIRE PHOTOMETRIC TEST REPORT
EOS-CLOUD-6000k-24 x 24-SP-4SL_IESNA95

NAME: EOS-CLOUD-LF-24V-24x24-6000-ASL-SP TYPE: EOS Cloud Luminaire WEIGHT:
SPEC.: DIM.: SERIALNo.:
MFR.:EOS SUR.: ShieldingAngle:
DATA OF LAMP PHOTOMETRIC DATA Eff. 45.22 Im/W
MODEL Imax(cd) 441.2 S/MH(C0/180) 1.28
NOMINAL POWER(W) 29.7 LOR(%) 88.9 S/MH(C90/270) 1.30
RATED VOLTAGE(V) 24 TOTAL FLUX(Im) 1348.3 n UP,DN(C0-180) 0.0,45.7
NOMINAL FLUX(Im) 1516.63 CIE CLASS DIRECT n UP,DN(C180-360) 0.0,43.2
LAMPS INSIDE 1 1 up(%) 0.0 CIBSE SHR NOM 1.50
TEST VOLTAGE(V) 24.2 n down(%) 88.9 CIBSE SHR MAX 1.50
C0 PLANE TISOLUX DIAGREM (UNIT:1x)
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C Range: 0 - 360DEG v Range: 0 - 90DEG
C'"";"’a“ ] 5-‘(’;'3'56 y Interval: 0.5DEG
Test Speed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG Humidity: 65.0%
Operators:  DAMIN Test Distance:  9.180m [K=1.0000]

Test Date: 2019-06-21 Remarks: Dwy
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NAME: EOS-CLOUD-LF-24V-24x24-6000-ASL-SP TYPE: EOS Cloud Luminaire WEIGHT:
SPEC.: DIM.: SERIALNo.:
MFR.:EOS SUR.: Shielding Angle:
Flux out:98€.9 1lm
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Height Eavg, Eman Angle:1ll4.24deg Diameter
Note: The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
Page 2 of 6
C Range: 0 - 360DEG v Range: 0 - 90DEG
Cinterval: ~ 5.0DEG y Interval: 0.5DEG
HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Humidity: 65.0%
Test Distance: 9.180m [K=1.0000]
Remarks: DWY

Test Speed:

Temperature: 25.3DEG
Operators: DAMIN

2019-06-21

Test Date:



SION

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: EOS-CLOUD-LF-24V-24x24-6000-ASL-SP

SPEC..

MFR.:EOS

Table--1
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TYPE: EOS Cloud Luminaire WEIGHT:
DIM.: SERIALNo.:

SUR.: ShieldingAngle:

UNIT: cd

C(DEG)
Y (DEG 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85

90
0 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439
5 437 436 436 436 436 436 437 437 437 437 437 437 437 437 438 438 438 438 438
10 431 431 431 431 431 431 432 432 433 433 434 434 435 435 436 436 437 437 437
15 422 422 422 422 423 424 425 426 427 428 429 431 432 433 434 435 435 436 436
20 409 409 409 410 411 413 415 417 419 421 424 426 428 430 432 433 434 435 435
25 393 393 394 395 397 400 403 406 409 413 417 417 416 415 415 415 415 415 415
30 373 373 375 377 380 384 388 393 397 395 394 394 394 394 394 395 395 396 396
35 351 351 353 356 361 366 372 372 371 370 370 370 371 372 373 374 375 376 376
40 325 325 328 333 339 346 345 343 343 343 344 346 348 350 352 354 355 356 357
a5 206 297 301 307 315 315 313 313 314 316 318 321 323 324 325 326 327 328 328
50 265 267 272 279 283 281 281 282 284 287 288 289 290 291 292 292 203 204 295
55 233 235 241 249 247 246 248 251 252 253 253 254 254 255 257 258 259 260 260
60 198 201 208 211 210 212 215 216 216 216 216 217 219 220 222 223 224 225 226
65 163 166 175 173 175 177 178 177 178 179 180 182 184 185 187 188 190 191 191
70 27 131 135 136 139 139 139 140 141 143 145 146 148 149 151 152 153 154 154
75 918 972 976 100 100 101 102 104 106 107 109 110 112 13 M4 16 16 M7 18
80 56.6 60.5 62.4 62.6 640 657 672 69.0 705 720 73.4 747 759 774 782 79.2 80.0 80.6 80.9
85 184 258 263 289 314 332 345 357 368 37.8 388 397 405 414 422 429 436 440 442
90 0.32 107 134 167 221 268 294 322 362 410 453 492 530 578 627 673 716 7.49 7.61
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C Range: 0 - 360DEG v Range: 0 - 90DEG

C Interval: 5.0DEG v Interval: 0.5DEG

TestSpeed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293

(T)e“;;‘i:f‘rts‘_"e: f@'ﬁﬁe Humidity: 65.0%

T:st Date 2019.06.21 Test Distance: 9.180m [K=1.0000]

. Remarks: DWY
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: EOS-CLOUD-LF-24V-24x24-6000-ASL-SP TYPE: EOS Cloud Luminaire WEIGHT:
SPEC.: DIM.: SERIAL No.:
MFR.:EOS SUR.: ShieldingAngle:
Table--2 UNIT: cd
C(DEG)
y(}’\ 95 100 105 MO 15 120 125 130 135 140 145 150 155 160 165 170 175 180 185
0 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439
5 438 438 438 438 438 438 438 437 437 437 437 437 437 437 437 437 437 437 437
10 437 437 437 436 436 436 435 435 434 434 433 433 433 432 432 432 432 432 433
15 436 436 435 435 434 433 432 431 430 429 427 426 426 425 424 424 424 424 424
20 435 435 434 433 431 429 428 426 423 421 419 417 416 414 413 412 412 412 412
25 416 416 416 417 417 418 419 419 416 412 409 406 403 400 398 397 396 396 397
30 396 396 396 396 396 397 397 398 399 400 397 392 388 384 381 378 377 377 378
35 377 377 376 376 375 374 374 374 374 375 376 376 370 365 360 357 355 354 355
40 357 357 356 355 353 352 350 348 348 347 347 349 350 343 337 332 329 329 330
45 329 329 329 328 327 327 325 323 320 318 317 318 319 319 311 305 301 300 301
50 295 295 295 295 295 294 294 293 292 289 287 285 285 287 283 275 270 269 270
55 260 260 260 260 259 258 258 257 257 256 255 252 250 250 252 243 237 235 237
60 226 226 225 225 223 222 221 220 219 219 219 219 216 213 214 210 203 200 203
65 191 191 191 190 188 187 185 184 182 181 181 180 180 177 175 176 167 164 168
70 154 154 154 153 152 151 149 148 146 145 143 142 141 141 138 137 132 128 132
75 M8 M7 M7 M6 M5 M4 M2 1M 10 108 107 105 103 102 102 98.8 97.2 911 94.2
80 810 80.8 803 79.6 787 776 765 753 740 726 710 693 679 662 642 632 603 555 53.4
85 443 4441 437 431 425 418 411 403 394 383 372 360 34.6 328 299 272 250 157 14.0
90 759 7.38 710 6.77 6.44 647 592 557 516 470 423 393 3.64 316 232 145 122 0.40 0.00
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C Range: 0 - 360DEG v Range: 0 - 90DEG
C Interval: 5.0DEG v Interval: 0.5DEG
::::eprzf:;e: ;";g"DE . Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Humidity: 65.0%

Operator5_= DAMIN Test Distance: 9.180m [K=1.0000]
Test Date: 2019-06-21 Remarks: DWY
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: EOS-CLOUD-LF-24V-24x24-6000-ASL-SP TYPE: EOS Cloud Luminaire WEIGHT:

SPEC.: DIM.: SERIALNo.:

MFR.:EOS SUR.: ShieldingAngle:
Table--3 UNIT: cd

C(DEG)
Y (DEG) 190 195 200 205 210 215 220 225 230 235 240 245 250 255 260 265 270 275 280

0 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439
5 437 438 438 438 438 438 438 439 439 439 439 439 439 440 440 440 440 440 439
10 433 433 434 434 435 435 436 437 438 438 439 439 440 440 440 440 441 440 440
15 425 425 426 428 429 430 432 433 435 436 438 439 440 440 440 440 440 440 440
20 413 414 416 418 420 423 425 427 428 429 429 428 428 429 429 429 429 428 428
25 398 400 402 406 409 412 412 412 412 41 409 408 408 407 407 406 406 406 406
30 379 382 386 390 392 392 391 380 387 386 385 384 384 384 384 384 384 384 384
35 358 362 366 368 368 365 363 361 360 360 360 360 360 361 361 362 362 361 361
40 333 338 342 341 337 334 333 332 332 333 334 335 336 337 338 339 339 339 338
45 305 3M 31 307 304 303 302 303 304 306 307 306 307 307 307 307 307 307 307
50 275 279 276 273 271 271 272 273 273 272 272 272 272 272 272 272 272 272 2N
55 244 243 239 237 237 239 238 237 236 235 235 235 235 235 235 235 235 235 235
60 208 205 202 202 203 202 200 199 198 198 198 198 199 199 199 199 199 199 199
65 170 166 166 166 165 163 162 161 161 161 162 162 163 163 163 163 163 162 162
70 130 120 129 127 126 125 125 125 125 125 125 125 125 125 125 125 125 124 124
75 917 920 903 894 890 88.6 880 87.4 879 892 903 914 923 930 934 935 934 932 929
80 514 534 538 537 532 547 560 574 582 591 60.0 60.8 614 620 622 623 623 622 619
85 162 190 229 250 2641 27.0 277 284 289 295 299 303 307 310 311 312 311 311 310
20 0.00 0.00 0.00 0.00 000 0.00 0.00 0.00 000 0.00 0.00 000 0.00 0.00 0.0 000 0.00 0.00 0.00
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C Range: 0 - 360DEG v Range: 0 - 90DEG

C Interval: 5.0DEG v Interval: 0.5DEG

TestSpeed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293

Temperature: 25.3DEG Humidity: 65.0%

Operators:  DAMIN TestDistance:  9.180m [K=1.0000]

Test Date: 2019-06-21 Remarks: Dwy
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: EOS-CLOUD-LF-24V-24x24-6000-ASL-SP TYPE: EOS Cloud Luminaire WEIGHT:
SPEC.: DIM.: SERIALNo.:
MFR.:EOS SUR.: Shielding Angle:
Table--4 UNIT: cd
C(DEG)
M 285 290 295 300 305 310 315 320 325 330 335 340 345 350 355
[0} 439 439 439 439 439 439 439 439 439 439 439 439 439 439 439
5 439 439 439 439 439 438 438 438 438 437 437 437 437 437 437
10 440 439 439 438 437 437 436 435 434 434 433 432 432 431 431
15 439 439 438 437 435 434 432 430 429 427 426 425 423 423 422
20 428 428 428 427 427 427 426 423 421 418 416 414 412 410 409
25 406 407 407 408 410 41 410 410 409 407 403 400 397 395 393
30 383 383 383 384 384 385 387 389 389 390 387 383 379 376 374
35 360 359 359 358 358 358 359 361 363 365 365 363 358 354 352
40 337 335 334 332 331 331 330 331 332 335 338 338 334 329 326
45 307 306 305 305 304 302 301 300 301 302 305 308 307 302 298
50 271 271 271 271 271 271 271 269 268 268 270 273 276 272 267
55 235 234 234 234 234 235 236 236 236 235 235 237 241 241 235
60 198 198 197 197 197 197 198 199 200 201 200 200 203 206 201
65 162 162 161 161 160 160 160 161 162 163 165 164 165 169 166
70 124 124 124 124 124 124 124 124 124 125 126 128 128 130 132
75 924 917 90.7 89.7 885 873 869 874 88.0 884 889 902 924 924 957
80 616 610 60.3 596 587 578 56.8 558 545 531 535 54.2 54.2 537 553
85 30.8 30.5 3041 29.7 293 288 28.2 276 269 261 250 234 200 17.2 155
20 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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C Range: 0 - 360DEG v Range: 0 - 90DEG
C Interval: 5.0DEG v Interval: 0.5DEG
::::epr::r’e_ ;"563!"DE . Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
s e Humidity: 65.0%

Operator5_= DAMIN Test Distance: 9.180m [K=1.0000]
Test Date: 2019-06-21 Remarks: DWY



