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LUMINAIRE PHOTOMETRIC TEST REPORT
AURA LUMINAIRE RGB + 4000K-12 x 12-SP-4SL_IESNA95

NAME: EOS-AURA-4000k-12 x 12-SP-4SL TYPE: EOS Aura Luminaire WEIGHT: 1000G

SPEC.: DIM.:

MFR.:EOS SUR.:

SERIALNo.:EOS

ShieldingAngle:

DATA OF LAMP PHOTOMETRIC DATA Eff: 47.26 Im/W
MODEL Imax(cd) 247.0 S/MH(C0/180) 1.26
NOMINAL POWER(W) 15.2 LOR(%) 100.4 S/MH(C90/270) 1.33
RATED VOLTAGE(V) 24 TOTAL FLUX(Im) 727.93 n UP,DN(C0-180) 0.0,49.1
NOMINAL FLUX(Im) 725.055 CIE CLASS DIRECT n UP,DN(C180-360) 0.0,51.3
LAMPS INSIDE 1 n up(%) 0.0 CIBSE SHR NOM 1.50
TEST VOLTAGE(V) 24.4 n down(%) 100.4 CIBSE SHR MAX 1.50
C0 PLANE ISOLUX DIAGRAM (UNIT:1lx)
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C Range: 0 - 360DEG v Range: 0 - 90DEG
C Interval: 5.0DEG v Interval: 0.5DEG
Test Speed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG Humidity: 65.0%
Operators: DAMIN umi ]ty. g
P Test Distance: 9.180m [K=1.0000]

Test Date: 03-06-2019

Remarks: DWY
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AAI Figure
WEIGHT: 1000G

TYPE: EOS Aura Luminaire
SERIALNo.:EOS

NAME: EOS-AURA-4000k-12 x 12-SP-4SL
SPEC.: DIM.:
MFR.:EOS SUR.: ShieldingAngle:
Flux out:522.9% 1lm
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Height Eavg, Emax Angle:111.71deg Diameter
Note: The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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C Range: 0 - 360DEG v Range: 0 - 90DEG
Cinterval: ~ 5.0DEG y Interval: 0.5DEG
Test Speed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG s o
o tors: DAMIN Humidity: 65.0%
perators: Test Distance: 9.180m [K=1.0000]
03-06-2019 Remarks: DWY

Test Date:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: EOS-AURA-4000k-12 x 12-SP-4SL

TYPE: EOS Aura Luminaire

WEIGHT: 1000G

SPEC.: DIM.: SERIAL No.:EOS
MFR.:EOS SUR.: ShieldingAngle:
Table--1 UNIT: cd
(DEG)
y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
) 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243
5 241 241 241 241 241 241 241 241 241 241 241 241 241 241 241 241 241 241 241
10 238 237 237 237 237 237 237 237 238 238 238 238 238 239 239 239 239 239 239
15 232 232 231 231 231 232 232 233 233 234 234 235 236 236 237 237 237 238 238
20 224 224 224 224 224 225 226 226 228 229 230 231 232 233 234 235 235 236 236
25 215 214 214 214 215 216 218 219 221 223 225 225 224 224 224 224 224 224 224
30 203 203 203 203 205 206 209 211 213 212 21 21 21 21 21 211 211 211 21
35 190 190 190 191 193 195 198 198 197 197 197 197 197 197 198 198 199 199 199
40 75 175 176 177 180 183 182 181 181 181 181 182 183 184 185 185 186 186 187
45 159 159 160 162 166 166 165 164 165 165 166 167 168 168 169 169 170 170 170
50 42 142 143 147 148 147 146 147 148 149 149 150 150 150 150 150 150 150 151
55 124 124 126 130 128 127 128 129 130 130 129 129 129 129 129 130 130 131 131
60 104 104 107 108 107 108 109 109 108 108 108 108 108 109 109 110 10 111 11
65 84.0 845 882 863 866 87.6 873 867 865 866 868 873 878 885 891 89.8 904 90.7 912
70 63.4 64.4 656 652 660 655 651 650 652 656 661 665 668 672 67.6 680 685 688 69.2
75 431 450 443 448 444 442 441 442 444 445 453 466 478 488 497 505 512 516 520
80 240 252 253 251 249 248 250 264 277 289 300 310 318 325 332 337 342 345 348
85 815 945 931 972 106 M5 124 132 138 145 151 156 160 164 167 170 17.3 17.4 176
90 023 039 041 036 034 033 034 034 034 035 035 0.35 0.35 0.35 036 036 036 036 0.36
Page 3 of 6
C Range: 0 - 360DEG v Range: 0 - 90DEG
C Interval: 5.0DEG v Interval: 0.5DEG
TestSpeed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
(T)e“;;‘i:f‘rts‘_"e: f@'ﬁﬁe Humidity: 65.0%
T:st Date: 03062019 Test Distance: 9.180m [K=1.0000]
. Remarks: DWY
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: EOS-AURA-4000k-12 x 12-SP-4SL

TYPE: EOS Aura Luminaire WEIGHT: 1000G

SPEC.: DIM.: SERIAL No.:EOS
MFR.:EOS SUR.: ShieldingAngle:

Table--2 UNIT: cd
C(DEG)

m\ 95 100 105 10 115 120 125 130 135 140 145 150 155 160 165 170 175 180 185
0 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243
5 241 241 241 241 241 241 241 241 241 241 241 241 241 241 241 241 242 242 242
10 239 239 239 239 239 239 239 239 238 238 238 238 238 238 238 238 238 239 239
15 238 238 237 237 237 236 236 235 235 234 234 234 233 233 233 233 233 234 234
20 236 236 235 235 234 233 232 231 230 229 228 228 227 226 226 226 226 227 227
25 224 224 224 225 225 226 227 227 225 223 222 220 219 218 217 217 217 217 218
30 211 212 212 212 212 212 213 213 214 215 214 21 209 208 207 206 206 206 207
35 199 199 199 199 199 199 199 199 199 200 201 202 199 196 194 193 193 193 195
40 187 187 186 186 186 185 185 184 184 184 185 186 187 183 181 179 178 179 180
a5 170 170 170 170 170 171 170 169 168 168 167 168 169 169 166 163 162 162 164
50 151 151 151 151 152 152 152 152 152 151 150 149 150 151 149 146 144 145 147
55 131 131 131 131 131 131 132 132 132 133 132 131 130 130 132 128 126 126 128
60 M M M M M M 1Mo Mo M 1M M2 112 110 109 MO 109 106 105 108
65 913 914 913 90.9 90.5 90.0 89.5 891 889 888 889 893 895 885 87.8 89.2 853 84.6 87.8
70 69.4 695 69.4 691 689 687 685 681 676 672 668 66.6 668 67.2 662 660 644 631 66.9
75 521 520 516 509 501 492 48.0 467 46.0 459 456 452 449 448 449 440 439 418 449
80 349 348 345 340 334 327 319 310 299 285 270 253 249 248 245 243 237 223 237
85 176 176 174 171 169 165 161 156 150 142 134 124 114 101 9.06 858 7.97 571 631
90 037 037 0.36 036 036 035 036 036 036 035 035 034 034 037 040 041 036 015 0.47

Page 4 of 6

C Range: 0 - 360DEG v Range: 0 - 90DEG

C Interval: 5.0DEG v Interval: 0.5DEG

TestSpeed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293

(T)e“;;‘i:f‘rts‘_"e: f@'ﬁﬁe Humidity: 65.0%

T:st Date: 03062019 Test Distance: 9.180m [K=1.0000]

. Remarks: DWY
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: EOS-AURA-4000k-12 x 12-SP-4SL TYPE: EOS Aura Luminaire WEIGHT: 1000G
SPEC.: DIM.: SERIALNo.:EOS
MFR.:EOS SUR.: ShieldingAngle:
Table--3 UNIT: cd
C(DEG)
M 190 195 200 205 210 215 220 225 230 235 240 245 250 255 260 265 270 275 280
s} 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243 243
5 242 242 242 243 243 243 243 243 243 244 244 244 244 244 244 244 244 244 244
10 239 240 240 241 241 242 242 243 244 244 245 245 245 245 246 246 246 246 245
15 235 235 236 237 238 239 241 242 243 244 245 246 246 246 246 247 247 246 246
20 228 229 231 232 234 236 237 239 240 240 240 240 241 241 241 241 241 241 240
25 219 221 223 225 228 230 231 231 231 231 230 230 230 230 229 229 229 229 229
30 209 211 214 217 219 219 219 219 218 218 218 218 218 218 218 218 218 217 217
35 197 200 203 205 206 205 204 204 204 204 205 205 206 206 206 206 206 206 206
40 183 186 190 190 189 189 189 189 190 191 192 193 193 194 194 195 195 194 194
45 167 172 173 172 172 172 173 174 175 177 178 178 178 179 179 179 178 178 178
50 151 154 154 153 153 155 156 158 159 159 160 160 160 160 160 160 159 159 159
55 133 134 133 133 135 137 138 139 139 139 139 139 140 140 140 140 140 140 140
60 "3 12 12 14 M6 17 M7 M7 M7 M8 19 119 120 120 121 121 121 121 120
65 90.5 89.7 912 932 936 93.8 945 953 963 973 984 994 100 101 101 101 101 101 100
70 670 680 697 704 70.7 716 728 741 754 765 772 779 785 789 791 793 793 7941 787
75 448 46.4 469 478 490 503 51.2 521 535 551 56,5 577 586 593 59.6 59.7 59.8 59.6 59.2
80 247 255 264 274 284 307 327 344 358 374 381 39.0 39.6 400 40.2 40.3 40.3 40.2 39.9
85 838 940 M4 131 146 159 169 178 187 193 199 204 207 209 209 20.8 208 20.8 20.6
20 110 159 165 165 171 170 165 166 174 172 181 190 177 175 154 134 135 135 135
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C Range: 0 - 360DEG v Range: 0 - 90DEG
C Interval: 5.0DEG v Interval: 0.5DEG
TestSpeed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG Humidity: 65.0%
Operators:  DAMIN TestDistance:  9.180m [K=1.0000]

Test Date: 03-06-2019 Remarks: Dwy
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: EOS-AURA-4000k-12 x 12-SP-4SL
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TYPE: EOS Aura Luminaire
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WEIGHT: 1000G

SPEC.: DIM.: SERIAL No.:EOS
MFR.:EOS SUR.: Shielding Angle:
Table--4 UNIT: cd
C(DEG)
M 285 290 295 300 305 310 315 320 325 330 335 345 350 355
[0} 243 243 243 243 243 243 243 243 243 243 243 243 243 243
5 244 244 244 243 243 243 243 243 242 242 242 242 241 241
10 245 245 244 244 243 243 242 242 241 240 240 239 238 238
15 246 246 245 244 243 242 240 239 238 237 236 234 233 232
20 240 240 239 239 239 238 237 236 234 232 230 227 226 225
25 229 229 229 229 229 230 229 228 227 225 223 218 217 215
30 217 217 216 216 216 216 216 217 217 216 214 208 206 204
35 205 204 204 203 203 202 202 202 202 203 202 196 193 191
40 193 192 191 190 189 188 187 186 186 187 187 183 180 177
45 178 177 177 176 175 173 171 170 169 169 169 169 164 161
50 159 158 158 158 157 157 156 154 152 151 151 151 148 144
55 139 139 138 137 137 137 137 136 135 133 132 132 131 126
60 119 19 118 17 17 116 115 115 15 14 12 M 1M1 107
65 999 991 980 971 96.2 952 943 93.6 931 931 926 89.4 90.3 873
70 782 776 769 764 757 748 736 724 714 70.7 703 684 677 673
75 58.6 579 57.0 561 549 535 523 515 50.5 494 484 476 46.0 46.5
80 39.5 39.0 383 377 36.8 357 345 330 312 291 2841 26.7 26.2 255
85 204 20.2 198 195 190 185 178 170 160 148 134 10.2 9.42 7.96
20 139 141 140 140 140 140 141 141 137 128 1.08 098 0.90 0.78 0.42
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C Range: 0 - 360DEG v Range: 0 - 90DEG
'?eI:tt;;I::d: zlg?_'EG ?;- Interval: ‘ 0.5DEG
est System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG Humidity: 65.0%
Operators:  DAMIN TestDistance:  9.180m [K=1.0000]
Test Date: 03-06-2019 Remarks: DWY



